
 

Technical Synopsis | UPPERCUT broadcast Ü2 
 
GENERAL 
 
Name of Truck  
UPPERCUT broadcast Ü2 
 
HD Format 
1080i50 
 
Length (m)  
9.8 
 
Width (m)  
2.55 
 
Width Expanded (m)  
3.55 (with extandable stairs) 
 
Height (m)  
3.50 with antennas 
 
Weight (t) / Axes 
10.2 / 2 axes 
 
Voltage (V) 
400V AC 
 
Power Connector 
CEE32A 
 
Coach Builder  
Volvo Trucks 
 
System Integrator  
sonoVTS Media GmbH, Munich, Germany 
 
Air Condition (room a/c and rack cooling) 
3 separated cycles with 10,5kW climate performance and 2450m³/h air volume flow 
 
 
PRODUCTION  
 
Vision Mixer ï Production 1 
1x SONY MVS-3000A 2,5M/E with ICP-3016 control panel 
 
DVE ï Production 1 
1x SONY mixer onboard with 2 DVE processing keyer per M/E 
 
Monitor Lines ï Production 1 
24 



 
 
Displays ï Production 1  
2x sonoVTS HDQLINE HDP-420A 42ò (used as Multiviewer) 
1x sonoVTS HDQLINE HDP-174A 17ò (used as Multiviewer) 
 
Graphic Systems ï Production 1 
1x VIZRT Viz Trio graphics and character generator 
1x CasparCG graphics and character generator 
 
 
VISION CONTROL  
 
Cameras  
7x Panasonic AK-HC3800 
 
Special Cameras (full remote-controllable) 
1x Panasonic AW-HE130 PTZ-Camera 
2x Blackmagic Micro Studio Camera 
1x GoPro HD Hero 4 
 
Lenses 
1x Fujinon Digipower XA99x8,4 1:1,7/8,4-832mm boxed lens 
2x Fujinon HA23x7.6BERD-S6 1:1,8/7,6-175mm 
2x Fujinon XA20sx8.5BRM K3 1:1,8/8,5-170mm 
1x Fujinon HA14x4.5BERD-S6B 1:1,8/4,5-63mm 
1x Fujinon ZA12x4.5BERD-S6 1:1,8/4,5-54mm 
1x Fujinon ZA17x7.6BERM-M58H 1:1,8/7,6-130mm 
 
1x Olympus M.ZUIKO Digital ED 12-40mm F2.8 PRO Full Servo   
2x Olympus M.ZUIKO Digital ED 7-14mm F2.8 PRO Full Servo   
2x Olympus M.ZUIKO Digital ED 8mm F1.8 PRO Fisheye Full Servo  
 
Tripods 
3x Cartoni P50/P70 Studio Pedestal 
Sachtler Flowtech Carbon Series 
Sachtler OB2000 
 
Fiber Connectors 
Lemo 3K.93C Series (SMPTE Hybrid Fiber)  
 
Wireless Transmission  
1x PARALINX Tomahawk SDI transmission system 
 
Monitor Lines  
14 
 
Displays ï Vision Control 1 
3x sonoVTS HDQLINE HDP-240A 24ò (used as Multiviewer) 
2x sonoVTS HDQLINE HDP-240A 24ò 
 
 
 



 
Multiviewer 
1x Harris Platinum HView SX Pro with up to 32 PIP channels, Tally and UMD 
2x Sony MVS-3000A Multiviewer with up to 16 PIP channels, Tally and UMD 
 
Signal Processing 
1x Imagine Selenio 6800+ series 
1x Lawo VPRO8 
1x Blackmagic Teranex AV 
 
Video Matrix  
1x Harris Platinum MX 5RU 72x48 
 
External I/O 
4x GPI Inputs 
4x GPI Outputs 
25x external SDI Input connectivity 
16x external SDI Output connectivity 
 
Controller  
1x TSL Tallyman TM1 MK2+ 
 
Measurement Equipment  
1x Tektronix WFM5200  
 
 
VIDEO RECORDING 
 
VTR 
1x Sony XDS PD-1000 (SxS memory card/optical disc/internal recording) 
2x Sony PMW-1000 (SxS memory card recording) 
 
Harddisk 
1x EVS XT-Via 12-channel + up to the use of 4 EVS LSM Controller 
1x EVS XFile 3 / Gigabit connectivity 
1x Slomo.TV SimpleR 442 4-channel recording and instant replay system 
1x CasparCG clip playout system  
 
USB 
1x AJA Ki Pro GO multi-channel H.264 USB recorder 
 
 
AUDIO RECORDING  
 
Audio Mixer  
1x Lawo mc²36 broadcast production console 
 
Audio Matrix  
Lawo Matrix 
 
Sound Processing 
1x Waves Soundgrid Server 
 



 
5.1 Surround Sound  
5x Genelec 8320 APM, 1x Genelec 7350 APM 
 
Multitrack Recorder  
Avid ProTools 
 
Wired Microphones  
Sennheiser 900 Series 
Rode Series 
DPA Series 
Neumann Series 
 
Wireless Microphones  
Sennheiser 2000 Series 
 
External MADI-Lines 
2 bi-directional MADI-Lines (2x 64 Input / 64 Output) 
 
 
INTERCOM  
 
Intercom Matrix  
1x Riedel Artist 64 
 
GSM/ISDN Codec 
1x Glensound GS-MPI006 2 channel GSM interface 
 
VoIP Codec 
1x Quantum Prodys ST 4 channel IP audio codec 
 
Radio 
5x Riedel Bolero beltpack 
1x Riedel RiFace 
6x Hytera PD605 radio handheld 
 
 
STAGEBOXES 
 
2x Riedel MicroN 
2x Lawo Compact I/O 
2x Luminex Gigacore 12 PoE+ ready 
 
 
SPECIAL FEATURES  
 

- Quick park-and-power process (prepared for Production in about 20 minutes) 

- 10 work places in a small functional truck 

- Uninterrupted Power Supply: Full battery backup for up to 40 minutes 

- 3 integrated DVB tuner downlinks: DVB-T2, DVB-S2, Sky d-Box 

- Multifunctional Workspace with full connectivity (Intercom, multifunctional patchbay) 

- Possibility of drone integration (DJI Mavic Pro 2) with live downlink 



 

 

 



 

 



 

 



 

 


